LEGEND

NEW DOMESTIC COLD WATER SUPPLY

NEW DOMESTIC HOT WATER SUPPLY

NEW DOMESTIC HOT WATER RECIRC. LINE
NEW SANITERY LINE

NEW STORM WATER LINE

6 SCALE: 3/16'-T-0"

1. PROVIDE SANITARY AND VENT ROUGH—IN FOR TENANT PLUMBING FIXTURES.

DRAWING NOTES:

@ MECHANICAL CONTRACTOR SHALL CONNECT 2” INCOMING WATERMAIN TO
SITE WATERMAIN. CONFIRM AND COORDINATE EXACT CONNECTION LOCATION,
SIZE, INVERT ELEVATION, ETC. WITH OUTSIDE SERVICES CONSULTANT SITE

PLAN.

CONTRACTOR SHALL EXTEND STORM SEWER LINE OUTSIDE BUILDING.
CONNECT STORM SEWER LINE LEAVING BUILDING TO SITE STORM SEWER.
CONFIRM AND COORDINATE EXACT LOCATION, SIZE, INVERT ELEVATION, ETC.
WITH OUTSIDE SERVICES CONSULTANT SITE PLAN.

@ CONTRACTOR SHALL EXTEND SANITARY SEWER LINE OUTSIDE BUILDING.
CONNECT SANITARY SEWER LINE LEAVING BUILDING TO SITE SANITARY
SEWER LINE. CONTRACTOR SHALL CONFIRM AND COORDINATE EXACT SITE
SANITARY SEWER LINE LOCATION, SIZE, INVERT ELEVATION, ETC. WITH
OUTSIDE SERVICES CONSULTANT SITE PLAN.
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INCOMING WATERMAIN TO RISE UP ABOVE FLOOR SLAB LEVEL WITHIN FROST BOX.

REFER TO DETAIL 3/M—1 FOR FROST BOX INSTALLATION DETAIL. COORDINATE
EXACT LOCATION WITH FUTURE TENANT WALLS & ARCHITECTURAL.

©

WATER METER C/W REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTOR
AND VALVED BY—PASS. INSTALL WATER METER AS PER LOCAL AUTHORITY
REQUIREMENTS. COORDINATE EXACT LOCATION WITH FUTURE TENANT WALLS

& ARCHITECTURAL. REFER TO DETAIL 2/M—1 WATER METER DETAIL.

HOT WATER TANK AS SPECIFIED MOUNTED WITHIN DRAIN PAN SUPPORTED
ON PLATFORM SUSPENDED FROM UNDERSIDE OF STRUCTURE ABOVE
FUTURE JANITOR ROOM. REFER TO DETAIL 4/M—1 FOR HOT WATER TANK
DETAIL. COORDINATE WITH FUTURE CEILING HEIGHT.

1—1/4" DOMESTIC COLD WATER LINE TO RISE UP TO JOIST SPACE LEVEL.
COORDINATE EXACT LOCATION WITH FUTURE TENANT WALLS.

ROUGH—IN 3" SANITARY DRAIN LINE INCLUDING FLOOR FLANGE FOR FUTURE
TENANT WATER CLOSET INSTALLATION. COORDINATE EXACT LOCATION WITH
TENANT DRAWINGS.

ROUGH—IN 1-1/2" SANITARY DRAIN LINE FOR FUTURE TENANT COUNTER
MOUNTED DOUBLE COMPARTMENT SINK. COORDINATE EXACT LOCATION WITH
TENANT DRAWINGS. CAP PIPING 4" A.F.F.
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ROUGH—IN 3” SANITARY DRAIN LINE FOR FUTURE TENANT FLOOR MOUNTED
MOP SINK. PROVIDE 1-1/2" SAN VENT ROUGH—IN. COORDINATE EXACT
LOCATION WITH TENANT DRAWINGS. CAP PIPING 4" A.F.F.

RUN HORIZONTAL RAINWATER LEADER PIPING WITHIN JOIST SPACE @ 1 %
SLOPE.

3" RAINWATER LEADER PIPING TO DROP DOWN ALONG WALL WITHIN
ARCHITECTURAL ENCLOSURE TO BELOW FLOOR SLAB. COORDINATE EXACT
LOCATION WITH ARCHITECTURAL. PROVIDE 6"X4” E.H. PRICE 520 GRILLES AT
HIGH AND LOW LEVEL IN ARCHITECTURAL ENCLOSURE.

DCW, DHW, & DHW RECIRC LINES TO RUN AT HIGH LEVEL WITHIN JOIST
SPACES.

CONTRACTOR SHALL VALVE AND CAP OFF DOMESTIC HOT & COLD WATER
LINES WITHIN JOIST SPACE FOR FUTURE EXTENSION TO SERVE TENANT
PLUMBING FIXTURES.

EXTEND 3/4” DOMESTIC COLD WATER LINE DOWN WALL TO SERVE
NON—FREEZE WALL HYDRANT. COORDINATE EXACT LOCATION WITH
ARCHITECTURAL.
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MAIN FLOOR PLAN - PLUMBING LAYOUT GENERAL NOTES:

ROUGH—IN 2”7 SANITARY DRAIN LINE FOR FUTURE TENANT WALL HUNG
LAVATORY. COORDINATE EXACT LOCATION WITH TENANT DRAWINGS. CAP
PIPING 4" A.F.F.

ROUGH—IN 1—1/2" SANITARY DRAIN LINE FOR FUTURE TENANT COUNTER
MOUNTED SINGLE COMPARTMENT SINK. COORDINATE EXACT LOCATION WITH

TENANT DRAWINGS. CAP OFF PIPING 4" A.F.F.

PROVIDE 1—1/2" VENT FOR 3" DRAIN LINE WITHIN ARCHITECTURAL
ENCLOSURE.

COORDINATE EXACT FUNNEL FLOOR DRAIN LOCATION FOR FUTURE TENANT
COOLER/FREEZER DRAINS WITH TENANT DRAWNGS.

PLUMBING FIXTURES

1. FD—1 FLOOR DRAIN — FINISHED AREAS J.R.SMITH 2010—K, UNFINISHED AREAS 2010-D,
ENPOCO, ANCON OR ZURN IN 3" OUTLET SIZE, COMPLETE WITH TRAP & BRASS ADJUSTABLE

STRAINER.

2. FFD—1 FUNNEL FLOOR DRAIN WITH COMBINATION FUNNEL —

SMITH SERIES 2005A—-3580NB

FLOOR AND FUNNEL DRAIN, ALL DUCO COATED CAST IRON BODY, REVERSIBLE FLASHING CLAMP
WITH SEEPAGE OPENINGS AND ADJUSTABLE 5” (127MM) DIAMETER NICKEL BRONZE 1/4”
(6.35MM) THICK STRAINER, SECURED WITH S.S. SCREWS, WITH 4" (102MM) DIAMETER NICKEL
BRONZE FUNNEL. (WHERE REQUIRED BY LOCAL CODE PROVIDE TRAP PRIMER CONNECTION 'P’.)

3. RD—1 ROOF DRAIN — ZURN Z—-105 CONTROL—FLO, ADJUSTABLE EXTENSION ASSEMBLY,
DURA—COATED CAST IRON BODY, REVERSIBLE COLLAR, AND COMBINED FLASHING CLAMP.

CONTROL—FLO WEIR SHALL BE LINEAR FUNCTIONING WITH

CLAMP/GRAVEL GUARD AND POLY—DOME.

4. HB—1 HOSE BIB — ZURN "Z1305" ENCASED, NON—FREEZE, FLUSH WALL HYDRANT C/W BRONZE
CASING, ALL BRONZE INTERIOR PARTS, NON—TURNING OPERATING ROD WITH FREE FLOATING
COMPRESSION CLOSURE VALVE, REPLACEABLE BRONZE SEAT, SEAT WASHER, AND COMBINATION
3/4" (19) FEMALE IP INLET. NICKEL BRONZE BOX AND HINGED COVER WITH OPERATING KEY
LOCK AND "WATER” CAST ON COVER. COORDINATE WITH ARCHITECTURAL DRAWINGS.

INTEGRAL MEMBRANE FLASHING

5. HWT—1 ELECTRIC HOT WATER TANK — EQUAL TO A.O. SMITH MODEL DEL-30, STORAGE
CAPACITY = 30 GAL, 2 NON—SIMULTANEOUS ELEMENTS @3000W EACH.

6. CP—1 DOMESTIC HOT WATER RECIRC PUMP — ARMSTRONG MODEL ASTRO 50B, 10 GPM, 13 FT.
HEAD, 3000 RPM, FRACTIONAL HP.

FIRE EXTINGUISHERS

1. FIRE EXTINGUISHERS TO BE ABC-5, 5LB (2.27 KG) MULTI—-PURPOSE DRY CHEMICAL WITH A
RATING OF 2A:10BC C/W WALL BRACKET & HOLDING QUICK RELEASE CLAMP. PROVIDE LOOSE
AS INDICATED, TO BE FASTENED TO WALLS DURING TENANT FIT—UP.
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DESCRIPTION

The Contractor shall check all dimensions and other
data from the job and report any discrepancies to
the Architects before proceeding.
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